+150 °C

-100 °C

-22759, light weight + medium weight

ETFE single core according to MIL-

Construction Application
Conductor: Cu tp acc. to MIL-W-22759 For wiring at high ambient temperatures and increased Fluoropolymers
Insulation: ETFE 7Y to VDE 0207 part 6 + mechanical stress, e.g. Cables
ASTM-D 3159 - lighting
Colour: On request - domestic appliances

- instrumention engineering
- mechanical engineering

- chemical industry

- traffic and automotive

Technical data Notes

Temperature range: =100 °C up to + 150 °C - ETFE cores offer exceptionally good chemical resistance as well as
Rated voltage: 600 V excellent electrical and mechanical properties

Test voltage: 3,4 kV - ETFE cores with metric conductor constructions see page 35

Min. bending radius: 5 x diameter —> For ETFE cores with VDE-approval please refer to page 38-40

(VDE 0881) and page 41+43 (VDE 0250)

| medium weight

light weight

26 0,155 19x0,102 0,762 -0,864 (o 135,5 2 -
24 0,241 19x0,127 0,864 - 0,965 1,092-1,194 85,9 3 3,6
22 0,382 190,160 1,041-1,143 1,270-1,372 53,1 4,6 {372
20 0,616 19x 0,203 1,245-1,346 1,473-1,575 324 if 7.8
18 0,963 19x0,254 1,499 - 1,600 1,753-1,854 204 10,3 12
16 1,229 19x0,287 1,727-1,829 1,956 -2,057 15,7 13.1 14
14 1.941 19x0,361 2,108-2,210 2,311-2,413 10,03 20,2 22
12 3,085 37x0,32 2,642-2,794 2,819-2,972 6,63 31.8 34
10 4,743 37x0,404 3,327 -3,480 3,454 -3,607 413 50.1 51
8 8,604 133x0,287 — 4,978-5,131 2,30 — 91
6 13,613 133x 0,361 = 6,274 -6,426 1.45 — 144
4 21,153 133 0,450 o5 7,823 -8,026 0918 - 226
2 33,696 665x 0,254 = 9,754 -9,957 0,600 - 345
1 41,398 817x0,254 =% 10.820-11,074 0,488 — 425
0 52,951 1045 x 0,254 o 12,014-12,319 0,380 = 559
00 67,392 1330 x 0,254 = 13,691- 14,046 0,298 — 747




