GMV Terminali a snodo Rilubrificabili
Din 648 - Serie K - ISO 6126 Accoppiamento: Acciaio - Bronzo
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d <=14 mm d>=16 mm
Equivalente INA: GAKFR. ..PB SKF: SAKB. ..F
. d, | A d, H | L o | C | _C | Ppeso
Sigla d min | max B max ds h max | min L, = %QI sf?ﬁc Kg
SABP 5 S 5 7.7 8 | 6.0/ 18 | M5x0.8 33| 42 | 19 - 13 325, 3.1 | 0.014
SABP 6 S 6 9.0 9 | 6.7| 20 | M6x1 36| 45| 21 - 13 430 4.4 |0.019
SABP 8 S 8 | 104 12 | 9.0| 24 | M8x1.25 42| 54 | 25 - 14 7.20| 8.0 | 0.036
SABP10S| 10 [ 129 | 14 |105| 28 | M10x1.5 48 | 62 | 28 - 13 110.00 | 12.9 | 0.060
SABP 12S| 12 {154 16 |12.0| 32 | M 12x1.75 54 70 32 - 13 13.40 | 17.0 | 0.089
SABP 14S| 14 | 16.9| 19 |13.5| 36 | M 14x2 60| 78 | 36 | 18 16 17.50 | 24.0 | 0.129
SABP16S| 16 | 19.4 | 21 1.5| 42 | M 16x2 66 | 87 | 37 | 23 15 |21.60| 28.5 | 0.210
SABP18S| 18 [ 219 23 |16.5| 46 | M 18x1.5 72 956 | 41 25 15 26.00 | 42.5 | 0.250
SABP20S| 20 {244 | 25 |18.0] 50 | M20x1.5 78 | 103 | 45 26 14 31.50 | 42.5 | 0.380
SABP22S| 22 | 259 28 {20.0| 54 | M22x1.5 84 | 111 | 48 | 29 15 | 38.00 | 57.0 | 0.430
SABP 25S| 25 | 29.5] 31 [22.0] 60 | M24x2 94 | 124 | 55 | 32 15 | 47.50 | 68.0 | 0.640
SABP 28S| 28 | 32.3| 35 |25.0| 66 | M27x2 103 | 136 | 62 | 35 15 |160.00| 73.0 | 0.800
SABP30S| 30 |349| 37 [25.0, 70 | M 30x2 110 | 145 | 66 | 37 17 [ 64.00| 88.0 | 0.110
Per filettatura sinistrorsa sigla SA (L) BP...S



