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CENTRALINA 1
MULTIFLASH PROGRAMMABLE
SYSTEM M.P.S. PATENT PENDING

La M.PS. & la prima ed unica centralina stroboscopica pro-
grammabile dall’utilizzatore.

La M.PS. offre allutilizzatore la totale libertd di programma-
ziome:

¢ nel numero di lampeggi

« pnella sequenza

« nella frequenza

La M.PS. nasce dall'esperienza e dalla collaborazione ultra-
decennale della nostra azienda con i laboratori di ricerca
dell Universith di Padova .

La M.PS. & un concentrato di tecnologia all’avanguardia € s
distingue anche per |"elevata potenza resa di oltre 30 Joule .
Con un semplice intervento su dei microswitch e la rotazione
di un trimmer si ottiene 1'impostazione di lampeggio deside-
rata senza il bisogno di interventi di un tecnico.
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FLASH POWER SUPPLY B

MULTIFLASH PROGRAMMABLE
SYSTEM M.P.S. PATENT PENDING

The M.PS. STROBE PROGRAMMABLE SYSTEM is unigue.
as the operator can combine different and alternate flashing;
users are free to Programme:

» Numbers of flashings

+ Sequence

* Frequency

The M.ES. STROBE PROGRAMMABLE SYSTEM has been
developed with the collaboration between our experienced
company and the engineers staff of PADOVA'S University
i Ttaly .

The M.P.5. system matches together the most advanced technology
and a special high output power supply of more than 30 Joule.

No technical knowledge is needed to choose the wanted mult
flash system. You simply have to handle on the microswitch and
on the trimmer rotation to get the wished number of flashes.

CARATTERISTICHE TECNICHE:

» VARIABILI DI LAMPEGGIO: ........... n° 311
» VELOCITA SEQUENZA

COMPLETA, VARIABILEDA: ..... 1,2/4 SEC.
+« MAX NUMERO DI LAMPEGGI PER

OGNI SEQUENZA: .......cdeuuivacsinas n®9
« ALIMENTAZIOME:............ 13.8 VOLT DC
« ASSORBIMENTOMEDIO: ............ 4 AMP.
» DIMENSIONI: ............... 142x80x72 mm.
« PESO: seeeens S0 ER

CON IL SEMPLICE MOVIMENTO DI PICCOLI
MICRO-SWITCH ON - OFF E" POSSIBILE SCEGLIERE:

+ IL NUMERO DI LAMPEGGI
» DETERMINARNE LA SUCCESSIONE

LASCIANDO LIBERA SCELTA TRA BEN 311
VARIANTI DI LAMPEGGIO

LA ROTAZIONE DEL TRIMMER SITUATO SOTTO
IL SELETTORE MICRO-SWITCH REGOLA:

LA VELOCITA" DELLA SEQUENZA DEL LAMPEG-
GIO SELEZIONATO
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TECHNICAL DATA:
= NUMBER OF FLASH VARIATION: ....... n” 511
+ VARIATION TIME OF SPEED
SEQUEMIEE: .. ... ool aayaslinss s 1,2 / 4 SEC.
» MAX. NUMBER OF FLASHES FOR EACH
SEQUENCE: e, D
« POWER SUPPLIES: cev..--. 138VOLT DC
« MEDIUM CURRENT DRAW: ...........4 AMP
* DIMENSION: ..... voees s 142xB0x72 mm.
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BY A SIMPLE MICRO-SWITCH COMMUTATION
TO ON - OFF POSITION IS POSSIBLE
TO CHOOSE :

+« NUMBER OF FLASHES
+ FLASH RHYTHM SUCESSION
= LIGHTS VARIATIONS (N°, 511)

TRIMMER ROTATION (POSITIONED UNDER THE
MICRO-SWITCH SELECTOR) REGULATES THE
SELECTED PULSE LIGHT FREQUENCY.

LA BOTTEGA DELL'AQUILONE SPEED COM

Via Stortoletta 9 - 35020 TRIBANO PADOVA ITALY
TEL - FAX +39 049 5342071

info@ speedcomfly.com R - N
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